
Technical information Porter Euro 6 Chassis   

ENGINE MultiTech EcoPower GreeenPower

Engine

Fuel Petrol petrol + LPG petrol + CNG

Power* 61 kW @ 6.000 rpm 60 kW @ 6.000 rpm 54 kW @ 6.000 rpm

Torque* 112 Nm @ 4.300 rpm 108 Nm @ 4.300 rpm 97 Nm @ 4.300 rpm

Max Speed*

Consumption (on combined 

cycle according to NEDC)*
6.1 l/100 km 8.4 l/100 km 4,2 kg/100 km

CO2  emission* 140 g/km 136 g/km 113 g/km

Total tank capacity* 35 (5) l Petrol 35 (5) l Petrol; 24 (6) l lpg 35 (5) l Petrol; 55 l cng

*referred to the Porter Deck version

130 km/h

4-stroke, in-line 4-cylinder, 1,299 cc, dual overhead cam, electronic fuel injection, Euro 

MultiTech EcoPower GreenPower MultiTech EcoPower GreenPower
Length x Width x Height

Wheelbase 

G.V.W

Vehicle kerb weight 800 kg (850 kg**) 855 kg (915 kg**) 925 kg (980 kg**)920 kg (1.080 kg**) 965 kg (1.130 kg**) 1,030 kg (1,190 kg**)

** minimum allowed weight (vehicle + body)

*** available also in 1,500 kg GVW version (200 kg less payload)

2.180 mm

RANGE

* available also in HS version (GreenPower excluded)

PORTER MAXXI*

3.775 x 1.450 x 1.730 mm3.555 x 1.395 x 1.705 mm

1.830 mm

1.700kg*** 2.200kg



Porter Chassis  - Multitech   
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Porter Maxxi Chassis - Multitech
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Porter Chassis - Ecopower(GPL)
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Porter Maxxi Chassis - Ecopower(GPL)
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