
Technical information Porter Bifuel Ecopower

Engine

Fuel

Power*

Torque*

Max Speed*

Fuel consumption (combined)*

CO2  emission*

Total tank capacity*

*referred to the Porter Deck version

4 cylinders, 1.299 cc Multipoint indirect injection - Euro 6

60 kW @ 6.000 rpm

130 km/h

139

petrol + LPG

108 Nm @ 4.300 rpm

8,6l x 100km

40l petrol + 30l lpg

PORTER (long deck) MAXXI** PORTER MAXXI (short deck) MAXXI (long deck)

Length x Width x Height 3.775x1.460x1.705 mm 4.360x1.560x1.730 mm 3.655x1.460x1.835 mm 3.830x1.560x1.815 mm 4.360x1.560x1.815 mm

Wheelbase  1.830 mm 2180 mm 1.830 mm

Max. load bed space 1.385x2.320 mm 1.505x2.775 mm 1.405x1.940 mm 1.505x2.345 mm 1.505x2.775 mm

Side height 400 mm 350 mm 400 mm 350 mm 350 mm

Gross Vehicle Weight 1.700 kg* 2.200 kg 1.700kg* 2.200kg 2.200kg

Payload 795 kg 1.070 kg 790 kg 1.000 kg 990 kg

* available also in 1.500 kg GVW version (200kg less payload)

** available also in HS version 

VAN COMBI

Length x Width x Height 

Wheelbase

Cargo dimensions (LxWxH)

Cargo Volume 3 m³ 1,4 m³

Gross Vehicle Weight

Payload 710 kg 690 kg

* available also in 1.5 GTW version (200kg less payload)

PORTER MAXXI**

Length x Width x Height 3.555x1.395x1.705 mm 3.775x1.450x1.730 mm

Wheelbase 1.830 mm 2.180 mm

Max Load Capacity 785 kg* 1.165 kg

* available also in 1.5 GTW version (200kg less payload)

DECK TIPPER

** available also in HS version (GreenPower excluded)

2.180 mm

3.400x1.395x1.870 mm

Note: the Combi payload is inclusive of the crew 

1.700kg*

1.810 mm

1.910x1.270x1.310 mm

CHASSIS

ENGINE

RANGE


